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 1550 nm Wide Band Superluminescent LED  

  
RZSLD-1550-xx-xx--xx-14 

 Features:                                        
a. Typical Ex-fiber output power of 10mW  
b. Typical 3dB bandwidth of 100nm  
c. Spectrum covers 1510-1590nm bandwidth -25dBm/0.1nm resolution  
d. Spectral modulation of <0.5dB 
e. 14-pin BTF package  
f. Single mode fiber 
 Applications 
a. Fiber Optic Gyroscope  
b. Optical Test Instrument  
c. Fiber Optic Sensors  
d. Fiber Optic Communications  
e. Optical Coherence Tomography 
f. Biomedical Imaging Device  
g. Clinical Healing Equipment 
 
 
 Absolute Maximum Ratings 
   

Parameter Symbol Condition Min Max Unit 
Reverse voltage VR - - 2 V 
Forward current IF - - 650 mA 
Forward voltage VF Iop - 3.0 V 
Case temperature Tc Iop -20 60 C 

SLED temperature1 TSLED Iop 0 70 C 
Thermoelectric cooler voltage VTEC - - 3.60 V 
Thermoelectric cooler current ITEC - - 2.6 A 

Storage temperature Tstg Unbiased -40 85 C 
Storage humidity - - 5 85 %RH 

Electro static discharge (ESD) VESD 
Human body 
model 

- 500 V 

Lead soldering temperature Stemp - - 260 C 

Lead soldering time Stime - - 10 sec 
 
 
 Specification (TSLED = 30 C ) 

Parameter Symbol Condition Min Typ Max Unit 
Operating current Iop - - - 600 mA 
Forward voltage VF Iop - - 2.5 V 

http://www.csrayzer.cn/


Specialist in Special Optic Devices 
Website: www.csrayzer.cn 

Tel: +86-27-87697602                                                            CSRayzer Optical Technology Co.Ltd 
2 - 

Power in PMF Po Iop 8 10 - mW 

Central wavelength  Iop 1540 1555 1570 nm 
Bandwidth BFWHM Iop 95 100 - nm 
Spectrum modulation R Iop - - 0.5 dB 
Thermistor resistance Rtherm T = 30 C 7.6 8.1 8.6 k 

Thermoelectric cooler voltage VTEC Iop - - 2.8 V 

Thermoelectric cooler current ITEC Iop - - 1.4 A 

1 TSLED is monitored by internal thermistor with external pin out. 
 
 
 Dimensions and Pin Description 

BTF package 
Part Description 
Package type BTF 
Fiber: SMF-28 
MFD 10m 
Cladding diameter 125m 
Coating diameter 245m 
Jacket 900m loose tube 
Fiber pigtail length 1 m 
Fiber bending radius >40 mm 
Connector FC/APC 
Dimensions See figure 
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 Typical Performance Characteristics 
 
Operating condition: TSLED= 30 C 
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 Order information 
 
RZSLD-1550-xx-xx-xx-14 

 
Note:The laser module are ESD-sensitive devices. Please insurw that proper ESD handling 
procedures are followed. 
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