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Translation & Rotation Stages
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Mini Rotation Stage

Specifications

Rotation range	 360°  
	 (continuous)

Sensitivity	 1 arcmin
Reading accuracy	 3 arcmin
Wobble	 1 arcmin
Eccentricity	 10 µm
Load capacity 

Horizontal	 4 kg 
Radial	 1.5 kg

Clear aperture	 Ø11 mm
Weight	 0.14 kg

8MR174-11 (motorized rotation stage), 
7T184-13 (2 pieces), 

and 7VT174 or 7VT40 stacked

7R174-11, 
7T184-13 (2 pieces), and 
7VT174 or 7VT40 stacked

7R174-11  
stacked on  
7T184-13

Worm gear design–	
Ø11 mm clear aperture–	
Stacks directly with stages –	
of 174 and 184 series

7R174-11
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Mini Rotation Stage
SPECIFICATIONS

Rotation	 coarse / fine 
range	 360° / 15° 
resolution	 1° / 1’

Load capacity: 
Horizontal	 5 kg 
Vertical	 2 kg 

Weight	 0.23 kg
Wobble	 3 arcmin 7R7E

Mini Rotation Stage 7R7 provides 
smooth, low friction 360° rotation.

A micrometer driving screw renders 
resolution of 1’. A clear aperture of ∅15 
mm allows attachment of lenses and 
filters directly in front of the stage.

A removable ring (included) can be 
screwed into the aperture. The ring’s 
hole is of ∅6.5 mm, so you can put an 
M6 screw from underneath to mount 
some component directly onto the 
stage.

7R7 can be mounted to optical rails us-
ing rail carriers. “Clear top” design allows 
attachment of larger components.

3BP7R7 base plate  
for  stacking 7R7  

to STANDA optical tables  
or to another stages.
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