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Zinc Selenide (ZnSe) windows
Barium Fluoride
Calcium Fluoride Alkor Technologies - manufacturer of CVD ZnSe windows according to customer demands.

Cesium lodide e Low dispersion

Fused Silica e Available uncoated or AR coated for 2-13pm, 8-12um, 10.6pm

Germanium ¢ Ideal for Thermal Imaging and Spectroscopy applications
Lithium Fluoride
Magnesium Fluoride
Potassium Bromide
Potassium Chloride
Sodium Chloride
Sapphire
Scintillators

Silicon

Zinc Selenide

Zinc Sulphide
Optical Coating
Interference filters

Rus | Eng | D

Zinc Selenide windows is suitable for applications in the IR band and is often used as a IR viewport window fo

thermography or as demountable cell windows in spectroscopy. We provide a large variety of ZnSe windows fc

vacuum viewports suitable for different flanges.

For the better perfomance of ZnSe windows we offer several types of broad band AR coating for 2-13pm and 8

14pm . This coating can be applied on upon request.

Please contact us for quotation of your custom ZnSe window. Our Sales team will answer you within 24 hours. ]

you do not see a suitable size, write a request, we will make a window according to your drawing at no addition:

cost. The largest dimensions of ZnSe windows: Diameter 80mm x thickness 15mm. Rectangular ZnSe windows ar

also available.

Cat# Dia, in Dia,mm TH, in
ZnSe-W-10-1.5 10

ZnSe-W-12.7-1 0.5 12.7 0.039
ZnSe-W-12.7-2 0.5 12.7 0.079
ZnSe-W-13x2 0.512 13 0.079
ZnSe-W-19.05x3 0.75 19.05 0.118
ZnSe-W-25.4-1 1 25.4 0.039
ZnSe-W-25.4-2 1 25.4 0.079
ZnSe-W-25.4-3 1 25.4 0.118

http://www.alkor.net/ZnSe_windows.html

TH, mm

1.5

1.0

2.0

2.0

3.0

1.0

2.0

3.0
12


http://www.alkor.net/index.html
http://www.alkor.net/Products.html
http://www.alkor.net/windows_and_lenses_catalog.html
http://www.alkor.net/FAQ.html
http://www.alkor.net/About.html
http://www.alkor.net/Contacts.html
http://www.alkor.net/alkorru/index.html
http://www.alkor.net/index.html
http://www.alkor.net/de/index.html
http://www.alkor.net/BaF2.html
http://www.alkor.net/CaF2.html
http://www.alkor.net/CsI.html
http://www.alkor.net/FusedSilica_windows_and_lenses.html
http://www.alkor.net/germanium_windows_and_lenses.html
http://www.alkor.net/LiF.html
http://www.alkor.net/MgF2.html
http://www.alkor.net/KBr.html
http://www.alkor.net/KCl.html
http://www.alkor.net/NaCl.html
http://www.alkor.net/sapphire_windows.html
http://www.alkor.net/Scintillators.html
http://www.alkor.net/Silicon.html
http://www.alkor.net/ZnSe.html
http://www.alkor.net/ZnS.html
http://www.alkor.net/Coating.html
http://www.alkor.net/Filters.html
http://www.alkor.net/images/ZnSe-AR-2-13.jpg
http://www.alkor.net/images/ZnSe-AR-8-14.jpg
mailto:%20technologies@alkor.net

4/10/2019

Tel: +7(812)3631240

http://www.alkor.net/ZnSe_windows.html

Zinc Selenide windows, ZnSe windows catalog | Alkor Technologies

ZnSe-W-25.4-4 1
ZnSe-W-25.4-5 1
ZnSe-W-25.4-6 1
ZnSe-W-32x3 1.26
ZnSe-W-38.1-3 1.5
ZnSe-W-38.1-4 1.5
ZnSe-W-38.1-5 1.5
ZnSe-W-38.1-6 1.5
ZnSe-W-41x3 1.614
ZnSe-W-49x3 1.929
ZnSe-W-50.8-3 2
ZnSe-W-50.8-4 2
ZnSe-W-50.8-5 2
ZnSe-W-50.8-6 2
ZnSe-W-63.5-6 2.5
ZnSe-W-63.5-8 2.5
ZnSe-W-76.2-6 3
ZnSe-W-76.2-8 3

Standard specifications:
Diameter tolerance: +0/-0.1mm;
thickness tolerance: +/-0.1mm;
Clear Aperture: 90%;
Parallelism: 3 arc min;

Flatness: 1/10 wave at 10.6um;
Surface finish: S/D 60/40

Fax: +7(812)3631239
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