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•  Optical components and fiber link
•  Testing for SONET OC192/SDH-
•  STM-64,10Gigabit Ethernet(10GbE)
•  Low cost TX/RX device testing
•  Data transmission experiments

Key Features
•  Bit rates from 9.95-11.32Gb/s
•  PRBS 27-1, 223-1, 231-1, and 64 bit definable
•  Pre-emphasis output signal functionality
•  XFP module slot
•  Computer control via USB
•  Low cost

Description

     ABERT-100 is  an integrated 
Pseudo-random Bit Sequence 
(PRBS) generator and a Bit 
Error Rate receiver with a built-
in module slot for either SFP+ or 
XFP transceivers. The PRBS 
outputs optical NRZ waveform 
with bit rate within 9.95-11.21 
Gbps, with settable data pattern 
of 27-1, 223-1, 231-1, and a 
fixed 64-bit user defined pattern. 
An electrical PRBS also can be 
accessed from the front panel. 
Data pattern is set by PC 
software and BER test results 
are displayed on PC

Functional Diagram

The product is manufactured under a HKQAA ISO 9001 certified quality management system
The ISO 9001:2008 certification applies to the Hong Kong production site only



Product Code ABERT-100-X : 10Gbps BERT with XFP module slot

ABERT-100-S : 10Gbps BERT with SFP module slot

ABERT-100-N : 10Gbps BERT with no optical module slot

     Category                          Parameter                                                 Specification     Category                          Parameter                                                 Specification

                                                                                 Min.                    Typ.                   Max.                 Unit                                                                                      Min.                    Typ.                   Max.                 Unit     
Patten Generator
(Data Out, Data Out)

Data rate (DR)                 9.95328                                       11.320              Gb/sPatten Generator
(Data Out, Data Out) Output signal Level         300                                               500                  mVpp
Patten Generator
(Data Out, Data Out)

Pre-emphasis                                             32                                               step

Patten Generator
(Data Out, Data Out)

Data Pattens                    PRBS: 27 – 1, 223 – 1, 231 – 1, 64 user-defined     bit

Patten Generator
(Data Out, Data Out)

Data format, Mark density                                 NRZ,0.5
Error Detector
(Data In, Data In)

Input signal Level            40                                                 700                   mVppError Detector
(Data In, Data In) Internal gain                                              128                                              step
Error Detector
(Data In, Data In)

Equalization                                               32                                               step

Error Detector
(Data In, Data In)

Detection threshold         0                                                   64                     Mv

Error Detector
(Data In, Data In)

Signal inversion function                                       Yes
Ref. Clock In Input voltage                    315                                              1000                  mVppRef. Clock In

Frequency 1 (DR/16)        622.08                                         707.5                 MHz
Internal Oscillator Output voltage                 450                    650                                               mVppInternal Oscillator

Frequency                                                 622.08                                          MHz
Clock Out Output voltage                 180                    200                                               mVppClock Out

Frequency                        9.95328                                      11.320                GHz
Trigger Out Output voltage                  220                   350                                               mVppTrigger Out

Frequency 1 (DR/16)         622.08                                         707.5                 MHz
Power                              Power supply                                         AC100 to 240V,  50/60HzPower                              Power supply                                         AC100 to 240V,  50/60Hz
Ambient Operating Temperature     0                      25                      45                        oCAmbient

Humidity (non-condensing)                                                 95                        % RH
Physical Dimensions (W x H x D)                                  236 x 88 x 296                         mmPhysical

Weight                                                                        5                                     kg

Specifications

Typical Performance

Ordering Information

Amonics Limited. 14/F, Lee King Industrial Building, 12 Ng Fong Street, San Po Kong, Kowloon, Hong Kong
Beijing Amonics Co. Ltd. Room 902, Unit 1, NO.99 Chaoyang North Road, Beijing China 100025


