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Infrared Windows - New England Photoconductor

HINFRAREB-WINDOWS

Material Transmission Diometer Thickness Stock Diameters
Quartz 0.15-3.3u 5.0-100 mm 0.5-20 mm 05-1-2-3
Fused Silica 0.18-3.5u 5.0 - 200 mm 0.5-100 mm 05-1-2-3-4-5
Sapphire 0.17-5.0u 5.0-50 mm 0.5-10 mm 0.5-1
Germanium 2.0-17.0u 5.0-200 mm 0.5-100 mm 1-2-3-4-5
Barium Flouride 0.15-12.5u 5.0-170 mm 0.5-350 mm 2-3-4-5
Calcium Flouride 0.15-9.0u 5.0 -300 mm 0.5-200 mm 2-3-4-5
Zinc Selenide 0.55-20.0u 5.0-80 mm 0.5-10 mm 05-1-2
Silicon 1.2-10/50-100u 5.0-200 mm 0.5-150 mm 1-2-3-4-5

AR Coatings - Metallization - Cap Assemblies are available
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QUICK NAVIGATION

> HOME (/INDEX.HTML)

> ORDERING INFORMATION
(/ORDERING.HTML)

> CONTACT US

https://www.nepcorp.com/windows.html

PRODUCTS SELECTION
> PBS RT (/PBS_RT.HTML)
> PBS TE COOLED (/PBS_TEC.HTML)

> MULTIPLEXED LINEAR ARRAYS
(/MULTIPLEXED_LINEAR_ARRAYS.HTML)

COMPANY
INFORMATION

New England
Photoconductor
P.O. Box M

253 Mansfield Ave.
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KNOWLEDGE BASE

> ENGINEERING
(/ENGINEERING.HTML)

> CHARTS (/CHARTS.HTML)

> TERMINOLOGY
(/TERMINOLOGY.HTML)
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> PBSE RT (/PBSE_RT.HTML)
> PBSE TE COOLED

Norton, MA 02766-0927

Local: 508-285-5561

(/PBSE_TEC.HTML) (TEL:5082855561)
INGAAS RT (/INGAAS_RT.HTML USA Toll Free: 1-888-
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> INGAAS TE COOLED (TEL:18887277273)

(/INGAAS_TEC.HTML)

> EXTENDED INGAAS RT & TE
COOLED (/INGAAS_EXTENDED.HTML)

> SOURCES (/SOURCES.HTML)
> FILTERS (/FILTERS.HTML)
> WINDOWS (/WINDOWS.HTML)

> AMPLIFIERS
(/SIGNAL_AMPLIFIERS.HTML)

> TEC CONTROLLERS
(/TEC_CONTROLLERS.HTML)

> INGAAS DETECTOR CONTROLLER
(/DETECTOR-CONTROLLERHTML)
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