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Product and technology advantages

* High transparency in the VUV and transparency in the visible and infrared range (multispectral effect)
* High uniformity of the refractive index

* Low birefringence including large dimension elements

Due to combined crystal growth and annealing the process has high flexibility.

Application
Optical parts of devices operating in the spectral range from 0.125 to 9 microns - infrared imaging devices and vacuum spectroscopy.

Optical characteristics

http://www.r-ainoptics.com/site.aspx ?IID=2463766&SECTIONID=2463753

1/3


http://www.r-ainoptics.com/
mailto:sales@r-ainoptics.com
http://www.r-ainoptics.com/site.aspx?IID=2462929&SECTIONID=2462847
http://www.r-ainoptics.com/site.aspx?IID=2539067&SECTIONID=2462851
http://www.r-ainoptics.com/site.aspx?IID=2463577&SECTIONID=2462848
http://www.r-ainoptics.com/site.aspx?IID=2462863&SECTIONID=2462868
http://www.r-ainoptics.com/site.aspx?IID=2463746&SECTIONID=2462867
http://www.r-ainoptics.com/site.aspx?IID=2463747&SECTIONID=2462866
http://www.r-ainoptics.com/r'ain%20optics%20caf2%20DataSheet.pdf

6/3/2020 Calcium Fluoride (CaF2)

100%: 18
il
80% \
'l: 16
:Iu
Em lli =
- V| 2
g i'. u.%
= 4% = Transmission = Refractive Index | '!Il i
12
20% =
: : RAITN
Calcium Fluoride - CaF, OPTICS
0k 1
0.1 06 10 50 100

Wavelength (um)

e Product Data
e Refractive Index

o Capabilities

Transmission Range : 0.13 to 10 gm
Refractive Index : 1.39908 at 5 ym (1) (2)
Reflection Loss : 5.4% at 5 pym
Absorption Coefficient : 7.8 x 104 cm™ @ 2.7 ym
Reststrahlen Peak : 35 ym
dn/dT : -10.6 x 107%/°C (3)
dn/dy =0:1.7 ym
Density : 3.18 g/cc
Melting Point : 1360°C
Thermal Conductivity : 9.71 W m™! K'! (4)

Thermal Expansion : 18.85 x 107°/°C (5)(6)
Hardness : Knoop 158.3 (100) with 500g indenter
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Specific Heat Capacity :
Dielectric Constant :

: 75.8 GPa (7)
Shear Modulus (G) :
Bulk Modulus (K) :
Elastic Coefficients :

Apparent Elastic Limit :

Youngs Modulus (E)

Poisson Ratio :
Solubility :
Molecular Weight :
Class/Structure :

e Zinc Selenide

e Zinc Sulfide

e Zinc Sulfide MultiSpectral

e Calcium Fluoride

e Calcium Fluoride Ytterbium Activated
e Barium Fluoride

e Magnesium Fluoride
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Calcium Fluoride (CaF2)
854 JKg ! K1
6.76 at IMHz (7)

33.77 GPa (7)

82.71 GPa (7)
Ci1=164Cy»,=53Cyy=33.7(7)
36.54 MPa

0.26

0.0017g/100g water at 20°C

78.08

Cubic (111) cleavage
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