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POWER MODE

\W-12K-D55-SHC-U

https://www laserpoint.eu/products/calorimeters/w-12k-d55-shc-u/

Max. Average Power

Min. Power

Power Resolution

Noise Equivalent Power (NEP)
Response Time (0-90%)
Power Calibration Uncertainty

Power Linearity (1)

12 KW/
100 W
10 W/
5 W

7/ sec
+ 5%

+ 2%

ABSORBER SPECS
Aperture

Type

Absorber Spectral Range
Calibration Spectral Range

Max Power Density (2)

55 mMmm

SHC

019 - 11 um
1.06pum, 10.6pum

5 kW/./cm? @5kW
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@ 10 WATER HOSES ‘Z/

APERTURE @ 55mm

PRODUCTS

Thermal Sensors

High Speed Thermal Sensors
Beam Dumps

Calorimeters

Power Probes

OEM Products

Photodiodes

Sensors Meters

Product Finder

Connectivity options

https://www laserpoint.eu/products/calorimeters/w-12k-d55-shc-u/
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Max Energy Density J/cm? (2) 5ms pulse width: 115
10us pulse width: 4

10ns pulse width: 1

GENERAL CHARACTERISTICS

Cooling Water (a)
Weight 5.0 Kg
Dimension 140 X 200 X 180 mm

Cable length - connector 5 m - USB (U option)

Stand and Post N.A.

NOTES

(1). Detector centrally irradiated @50% of

useful surface. . . . .
(@). Water 8 liter/min (@ 22°C); admissible

(2). Damage thresholds also depend on o . ,
rate of temperature variation < 1 °C/min

power level. Please see damage graphs
for more details.
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Duty Stand and Post
How to read Ordering Code

PRODUCT FINDER [Z

RoHS-WEEE
compliant

CARING FOR A
CLEAN GREEN COMPLIANT

ENVIRONMENT

NIST and PTB
Traceable Products

Products | Contact us | Privacy policy

LASERPOINT SRL Via Burona, 51 - 20090 Vimodrone (MI) ITALIA
PIVA 03217980964 | Tel +39 02 2740 0236 | Email sales@laserpoint.it
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