
Parameters of CO2 laser cutting machine:
Model STJ1390

Working Area 1300*900 (mm)
Laser Power 60W 80W 100W 130W 150W
Laser Type Reci CO2 laser tube
Working Platform Honeycomb/Blade
Working Speed ≤700mm/s
Positioning Accuracy ±0.05mm
Graphic Format Supported BMP PLT DST AI DXF etc.
Cooling System Water cooling and protecting system
Working Voltage AC220V±10%,50~60Hz , 10A max
Working Temperature 0~45ºC
Operating Humidity 5%~95%
Motor: Stepping Stepping (Servo Optional)

Optional spare parts of CO2 laser cutting machine:
1.up-down worktable 2. red dot pointer
3. Rotary attachment 4.Water chiller

Applicable materials of of CO2 laser cutting machine:
Materials Cut Engrave

Acrylic/Plexiglas/Perspex Yes Yes

Organic board/Matte board/Double color plate Yes Yes

Wood/Bamboo/Veneer/MDF Yes Yes

Leather/Pig leather/Cow Leather/Sheep leather Yes Yes

Fabric/Cloth/Textile Yes Yes

Wool Felt Yes Yes

Paper/Cardboard/Chipboard press board Yes Yes

Plastic ABS/PVC/rubber/plastic Yes Yes

Ceramic/Tile/Marble/Stone/Granite/Tombstone No Yes

Fiber glass crystal/Glass No Yes

Others non-metal materials Yes


