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•  DWDM Systems
•  FTTH 
•  Optical Packet Switching
•  Systems
•  Burst Mode Networks

Key Features
•  Patented design
•  Low Noise Figure
•  Transient suppressed
•  Small foot print
•  Small pattern effect @ Gbps
•  High gain

Description

     Amonics & NICT (National 
I n s t i t u te o f I n fo rmat i on and 
Communications technology, Japan) 
co-developed EDFAs are designed 
for transient suppression. The 
results are EDFAs that possess high 
output power, high gain with very low 
noise , low gain excursion and are 
ideal for Optical packet Switching 
(OPS) applications. The turnkey 
microprocessor controlled EDFAs 
manage alarms and status indicators. 
An integrated RS232 or Ethernet 
computer interface enables easy 
control, diagnostic functions and 
data acquisition.

The product is manufactured under a HKQAA ISO 9001 certified quality management system
The ISO 9001:2008 certification applies to the Hong Kong production site only
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* Other output power models are available upon request

General Environmental Parameters

Option:
•  APC or AGC Control Mode
•  Output Power Monitoring

Ordering Information

AEDFA-PKT-DWDM-15-B

Input Power Range -16dBm to -3dBm

Output Power * (@ -3dBm input signal) Min. +15dBm

Noise Figure (@ -3dBm input signal) Max. 5.5dB

Operating Wavelength 1537.37 to 1561.62nm

Gain Flatness Max. + / -1.2dB

Optical Gain (@ -3dBm Input signal) Min. 18dB

Gain Excursion Typ. 0.1dB/ms, Max. + / -0.2dB/ms

Input and Output Isolation Min. 30dB

Polarization Dependent Gain Max. 0.5dB

Control Mode ACC (standard)

Parameter Unit Specification

Operation Temperature Range oC 0 to +40

Storage Temperature Range oC -10 to +70

Power Supply VAC 90 – 240, 47 – 63Hz

Dimensions mm 260(W) x 330(L) x 120(H)

LCD Display - Input Power, Output Power, Pump Laser Current

Protection - Pump laser over heat warning

Optical Connector - FC/APC, FC/UPC, SA/APC, SC/UPC

Optical Fiber - SMF-28

Product Code AEDFA-PKT-DWDM-xx-B-zz xx: Saturation Output Power in dBm
zz: FA for FC/APC, FC for FC/UPC
      SA for SC/APC, SC for SC/UPC

Amonics Limited. 14/F, Lee King Industrial Building, 12 Ng Fong Street, San Po Kong, Kowloon, Hong Kong
Beijing Amonics Co. Ltd. Room 902, Unit 1, NO.99 Chaoyang North Road, Beijing China 100025


