
Specifications: 

Material: BK7 grade A optical glass 

Design Wavelength: 546.1nm 

Design Index: 1.5183 ± 0.0005 

Diameter Tolerance: +0.1mm 

Paraxial Focal Length: ±2% 

Centration: 3 arc minutes 

Clear Aperture: >85% 

Flatness: X=λ/8 Y=λ/4 

Surface Quality: 60-40 scratch and dig 

Bevel: 0.25mm × 45° 
 

 

Cylindrical Lenses 

 

 

Part No X(mm) Y(mm) EFL(mm) BFL(mm) Radius(mm) C.T.(mm) Edge Thickness(mm) 

CYB101 5.0 10.0 8.0 5.72 4.14 3.0 2.12 

CYB102 5.0 10.0 20.0 19.34 10.34 1.0 0.69 

CYB103 5.0 10.0 30.0 28.02 15.51 3.0 2.80 

CYB104 5.0 10.0 50.0 49.34 25.85 1.0 0.88 

CYB201 10.0 20.0 15.0 13.22 7.76 3.0 1.20 

CYB202 10.0 20.0 75.4 73.28 38.78 2.0 1.67 

CYB203 10.0 20.0 100.0 97.92 51.70 3.0 2.76 

CYB301 25.0 50.0 25.0 17.74 12.96 11.03 1.49 

CYB302 25.0 25.0 50.0 47.20 25.93 4.24 1.03 

CYB303 25.0 50.0 75.0 72.89 38.89 3.06 1.00 

CYB304 25.0 50.0 100.0 97.98 51.85 3.16 1.63 
 

 


