
FOLED-MODULEUXYR

 ▪ Luminous flux > 1.600 lm

 ▪ Color temperature 5.600 K, 7.000 K and 7.800 K

 ▪ Maintenance-free operation for more than 30.000 h

 ▪ Shutter and flash mode up to 50 kHz

 ▪ High light intensity and optimal color reproduction

 ▪ Low-noise cooling

 ▪ Dimming CW 100 - 5 %,     

PWM 5 - 0 % external max. 50 kHz

 ▪ Safety circuit with shutdown function    

by system integrator

 ▪ Endoscopy
 ▪ Microscopy
 ▪ Inline-Inspection

 ▪ Image-processing 

FIBER OPTIC LED LIGHT SOURCE MODULE WITH MODULAR    
DESIGN FOR INTEGRATION INTO CUSTOMER EQUIPMENT OR SYSTEMS

HIGHLIGHTS APPLICATIONS

The FOLED 800, 1000 and 1600 OEM modules are designed and electrically prepared for use in medical 
environments. Various analog and digital interfaces facilitate process control. The modern driver 
technology allows analogue brightness control and fast pulsing of high-power LEDs via Ethernet or USB, 
as well as the implementation of an electronic shutter. The coupling of the LED to the optical fiber by a 
specially developed fiber optics is highly efficient and guarantees maximum light flux even at small active 
diameters.
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FOLED-M 800 || 880 lm || 3,0 Wopt 

FOLED-M 1000 || 1.100 lm || 3,4 Wopt 
FOLED-M 1600 || 1.550 lm || 5,2 Wopt 
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Technical data FOLED-M 800 FOLED-M 1000 FOLED-M 1600

Electrical connection

Mains voltage 12 V to 24 V ±5%

Power input max. 150 W

Environmental conditions 10 to 50 °C (at fan input), max. 80 % relative humidity, non-condensing

Features

Shutter and flash mode Frequency 50 kHz, switching time <10 μs

Interface Ethernet, USB, others on request

Light guide mount universal Wolf, ACMI, Olympus, Storz or to customer requirements

Cooling Low noise fan, optional temperature control

Lamp

Light output (active Ø 5 mm) >800 lm >1.000 lm >1.600 lm

Color temperature 5.600 K 7.000 K 5.700 K, 6.500 K, 7.800 K

Color rendering index (CRI) 92 75 75

Lamp life L70 >30.000 h (70% output brightness)

Brightness control Analog dimming range 0,3 to 28 A, dimming CW 100 - 5 %, PWM 5 - 0 % external max. 50 kHz

System integration
Adjusted air volume flow at max. environmental temperature || 

For medical applications, select a suitable power supply ||
Safe shutdown of the luminous flux can be realized internally / externally

Operating mode DC, Pulse 1, Pulse 2

Dimensions

Width x height x depth Light guide mount 60 x 60 x 80 in mm || LED-module 100 x 100 x 120 in mm

Weight 1,2 kg

Order

Scope of delivery Device with light guide mount universal or customized

Order example FOLED-M 800 || FOLED-M 1000 || FOLED-M 1600 (customized configurations on request)


