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Specification Evaluation Data Sheet

Spec Evaluation No.: SE1504001A Date: April 2, 2015
Customer: Customer P/N:
Description: High Power Collimated Beam Output Isolator Optizone P/N: HPICI-95-50-5.0-A-2-1-S

Specifications
Parameters Unit Values

Stage Single Stage Dual Stage

Center Wavelength (λc) nm 1950

Operating Wavelength Range nm ±20

Min.Isolation at 23℃, 1940nm dB 16 30

Typ. Transmission Ratio % 90 88

Min. Transmission Ratio at 23℃, 1940nm % 83 80

Min. Return Loss dB 45

Max. Polarizaiton Dependent Loss dB 0.1

Nominal Output Beam Diameter(1/e^2) mm 5.0±0.6 @ over 5~500mm from Output Surface for TEM00

Nominal Far Field Beam Divergence Angle(Semi-Angle) mrad 0.6

Min. Ellipticity - 0.9

Max. Optical Power (CW) W 50

Fiber Type - Nufern LMA-GDF-25/400 NA0.09

Max. Tensile Load N 5

Outer Package Material - Aluminum

Operating Temperature ℃ -5 to +70

Storage Temperature ℃ -40 to +85

*For pulse applications, pls discuss with Optizone Technology.

*The dimensions of beam expanders are dependent on the required beam diameter, detailed informations pls contact Optizone or see 

 the shipment data sheet.

Package Dimensions

Ordering Information
HPICI-①①-②②-③③-④-⑤-⑥-⑦

①①: Center Wavelength     ④: Fiber Jacket ⑥: Package Material
 95 - 1950nm      L - 900um Loose Tube  1 -  Aluminum
 SS - Specify      A - 3mm Armoured Cable  2 -  Stainless Steel / Aluminum

     S - Specify
②②: Handling Power ⑦: Stage
 50 - 50W      ⑤: Fiber Length  S - Single Stage
 SS - Specify      2 - 2m (1m 3mm  Armoured Cable  D - Dual Stage

          with 1m Bare Fiber)
③③: Beam Diameter      S - Specify
 5.0 - 5.0mm
 SS - Specify
Please send your questions and inquiries to Ana via ana.t@optizonetech.com. Thanks!

Uni t : mm


