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Specification Review Data Sheet 

Spec Review No.: SR1204008A Date: Apr. 25, 2012
Customer: Customer P/N:
Description: High Power Free Space Isolator Optizone P/N: HPFSI-06-C12-20-I

Specifications
Parameters Unit Values

Nominal  Center Wavelength (λc) nm 1064 ±5

Min Isolation @ a pair of collimator ,23℃ dB 30

Min. Isolation at 23℃ dB 25

Typ. Insertion Loss                                                                                                                                                                                               dB 0.3

Max. Insertion Loss                                                                                                                                                                                               dB 0.4

Clear Aperture of Input/Output mm 1.6

Beam offset of Input/Output mm +/-0.1

Min. Return Loss at 1064nm @ AOI 0~1deg dB 50

Max. Optical Power (CW, measured @ BD 0.5~0.8mm) W 20

Operating Temperature ℃        '-5 to +50       

Storage Temperature ℃ -20 to +70

*For pulse applications, pls discuss with Optizone Technology.

Package Dimensions

Ordering Information
HPFSI-①①-②②-③③-④

①①: Wavelength ③③: Handling Power         ④: Polarization type

 06 - 1064nm  20 - 20W                  I - Polarization Insensitive 

 SS - Specify

②②: Package Type

C12 - Type C12

Please send your questions and inquiries to Ana via ana.t@optizonetech.com. Thanks!


