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GLM: Nd:YVO4+KTP 

Green Laser Microchip (GLM) consists of two different kinds of crystal which are bonded together. Unioriental now supplies high quality 
GLM of Nd:YVO4 and KTP, which is mainly used for laser imaging, green laser pointers, laser show, spectroscopy, medical diagnostics 
and other applications. One type of GLM is bonded using UV Glue ;another type is optical bonding attaching protecting silicon. 

 

UV Glue GLM 

 
 

Specifications 

 
1, size (mm) 

Part No. Nd:YVO4(a) Nd:YVO4(b) KTP(c) 

UGLMUV102 1.00 0.50 2.00 

UGLMUV112 1.00 1.00 2.00 
 

*Note: Other dimensions are available upon requests  

2, 808nm pumping with 532 output power available from 3mw to 10mw 

 
  
3, coating: Pumping end: HR@1064&532nm, R>99.8%; AR@808nm, R<1% 
Output end: HR@1064nm, R>99.8%; AR@532nm, R<1% 
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Optical Bonding GLM 

 
 

Specifications 

 
1, size (mm) 

Part No. Nd:YVO4(a) Nd:YVO4(b) KTP(c) Si(W) Si(L) 

UGLMOC102 1.00 0.50 2.00 0.50 2.50 

UGLMOC112 1.00 1.00 2.00 0.50 3.00 

UGLMOC114 1.00 1.00 4.00 0.50 5.00 
 

*Note: Other dimensions are available upon requests  

2, 808nm pumping with 532 output power available from 3mw to 50mw 

 
  
3, coating: Pumping end: HR@1064&532nm, R>99.8%; AR@808nm, R<1% 
Output end: HR@1064nm, R>99.8%; AR@532nm, R<1% 

 


