


GAP60/CS GAP75 GAP100 GAP300

Active Diameter 60 75 100 300 µm

Responsivity @ 850nm 0.10 (0.20) 0.10 (0.20) 0.10  (0.20) 0.10  (0.20) A/W min. (typ.)

1300nm 0.80  (0.90) 0.80  (0.90) 0.80  (0.90) 0.80  (0.90) A/W min. (typ.)

0.95 0.95 0.95 0.95 A/W min.

CC

Electrical Characteristics @ 25 °C

GAP60  GAP60CS GAP75
  GAP100   GAP300

 0614

0.8 (0.3) 1.0 (0.5) 5.0 (1.0) nA max. (typ.)

0.8 (0.6) 1.2 (1.0) 8.0 (4.0) pF max. (typ.)

10 3 0.8 GHz min. @ 5V

0.07 0.1 0.4 ns max. @ 5V

1550nm 
Dark Current @ 5V 
Capacitance @ 5V 
Bandwidth  50 Ω -3dB 
Rise/Fall time RL = 50Ω 

NEP @ 1550 nm

0.8 (0.3)

0.7(0.5)/0.5(0.3)-CS 

6/10-CS

0.06/0.03-CS 

10.0E-15 10E-15 13E-15 18E-15 W/√Hz typ.

Case Style (standard) TO-46(mod)/CS-1         TO-46(mod) TO-46(mod) TO-46(mod)

Maximum Ratings

GAP60/CS GAP75 GAP100 GAP300

Storage Temperature -40 to 125 -40 to 125 -40 to 125 -40 to 125 °C
Operating Temperature -40 to 85 -40 to 85 -40 to 85 -40 to 85 °C
Reverse Voltage 25 25 25 25 V

Reverse Current 1 10 10 25 mA

Forward Current 10 10 10 100 mA
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GAP60  GAP60CS GAP75
  GAP100    GAP300

Dark Current vs. Reverse Bias
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TO-46 (Modified)

Package Outlines

Package Outlines

"PT" Assembly

Dimensions in mm (in.)   Custom packages are available

Capacitance vs Reverse Bias
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Effect of Temperature on Responsivity
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CS-1 CS-2

GAP60  GAP60CS GAP75
  GAP100   GAP300

Ceramic Submounts

Dimensions in mm (in.)   Custom submounts are available.
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