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OWI Desktop 60 mm
Non-Contact Testing and Measuring of Spheres

The compact workshop interferometer OWI Desktop 60 mm is the ideal measuring machine for endosco-
py and micro production.
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Type OWI Desktop 60 mm

Measuring range diameter 0.5mm up to 60mm (60mm reference sphere)
Measuring range radius Depending on reference sphere
Travel 70 mm (½“) or 220 mm (60 mm)
Measuring accuracy λ/10 
Drive Manually with microscope drive
Interface Bajonett 2“
Reference spheres ½“ / 60mm F/D 0,6 - 3,3
Mass 12 Kg approx.
Dimensions (W x D x H) 600 x 300 x 650 mm (incl. monitor)

•	 Short measuring cycles
•	 No damage to surface due to non-contact measurement technology
•	 Compact design, can easily be co-located directly adjacent to the          

Polishing Machine
•	 Easy to handle and to operate
•	 Safer and more precise than test plates
•	 Stable, vibration dampening design
•	 3-axis	fine-adjustment	stage	with	micrometer	screws
•	 Using high-class OptoTech Inspect Mini EL-F digital interferometer module
•	 2 Versions:   OWI Desktop 1/2“ (1/2“ reference sphere)
   OWI Desktop 60 mm (60 mm reference sphere)

Options:

•	 Integrated radii measurement due to precision gauge
•	 Static fringe analysis software (Fringe OWI) or phase shifting fringe analysis 

software (OptoTech µShape OWI)

Fe
at

ur
es

Te
ch

ni
ca

l D
at

a

Smart Solutions for Professionals

OptoTech Optikmaschinen GmbH
Sandusweg 2-4
35435 Wettenberg / Germany
Tel.:  +49 (0)641/98203-0
Fax.:  +49 (0)641/98203-900
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