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ack to product overview

PRCIION OPTIC 
 

PHRICAL OPTIC

PLAN OPTIC

ACHROMAT (ACHROMATIC LN)

OPTICAL COATING

MIRROR

INDUTRIAL IMAG
PROCING

LIQUID LNOJCTIV

OJCTIV

LAR OPTIC 
 

CUTOMR PCIFIC LAR OPTIC

QUALITY AURANC 
 

MAURING MAGNIFIR

MAURING MICROCOP

OCULAR

YTM AND OLUTION

OPTIC DIGN AND CONTRUCTION

YTM DVLOPMNT & OLUTION

LIQUID LN OJCTIV

The liquid len ojective i an -mount ojective with internal focuing on the ai of
a liquid len. The working ditance can e electronicall et  appling voltage. Thi
procedure make mechanical component completel oolete. The ojective’
deign i compact and rout. The ojective ha excellent optical propertie and i
ideall uited for oervation or image proceing tak. 
Focal length and mounting thread can e adjuted to cutomer peci�cation.

Article No. W-09-01

Focal length (mm) 3,35

f-Numer 1:2,8

Working ditance (mm) 10 - ∞

Chipize (inch) ¼

Connection M12x0,5 -Mount

Dimenion (mm²) 14 x 22

Further technical detail

FOV 64°

Reolution: > 40 % ei 100 lp/mm üer geamt FOV

Wavelength range: VI 440 nm < λ < 650 nm

Ditortion: < 6,5 %

Tranmiion: > 87 %

Working temperature: - 20° Celiu to 60° Celiu

Dimenion: diameter 14 mm, length 21,7 mm

uppl voltage: 0 - 60 Volt VAC

Connection: -Mount (M12X0,5)

Connector: JT R connector

   

torage temperature: - 30° C to 85° C

Working temperature: - 20° C to 60° C

   

Option:
xternal power uppl 
(via I²C or U, „tand alone“ olution)

TART AOUT U PRODUCT CONTACT & RVIC
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