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Motorized Stages

MM-3M-FOS Linear

Folded Motorized MicroMini™ Stages
FEATURES:

# 3D models available

# Option among 4 gearhead ratios and two screw pitches
# Built-in connectivity with all MM-3M MicroMini™ Stages
# Fully English/Metric compatible

# Optical Limits

When ordering multi-axis units the completed assembly will

include all necessary braces, kits and hardware View Schematic
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clear items

| Review & Confirm |

# Moment Load capacity: 9 to 11 oz-in
# Linear Travel: 25.4 to 63.5 mm
i Table Speed: 6.5 mm/sec

# Repeatability: 4 pm
# Accuracy: 6 um/25.4 mm
# Slider Backlash: <50 ym

# Weight: 60.5 to 72 grams

Product Selector

NOTE: If viewing on a cell phone, landscape mode is recommended.

SELECT AXIS

| Single Axis (X) + || Max Travel # || Speed + || Anti-backlash Option 3 || Vacuum Compatibility

Download Catalog

Motorized Stages

@ MM-1M Linear

@ MM-3M-ST Linear
@ MM-3M-FOS Linear

o M¥—3M—F Linear

Qty: | Add to Cart | Reset |

Click here for accessories ]

3D models available

your email required | Select Part No. || View 3D & Download |

Travel Ranges Speed & Resolution Specifications AB Option
Model No. Travel Range Stage Body (L x W x H) Weight
MM-3M-FOS-X-TR2 25.4 (mm) 62.7 x 19.1 x 18.5 (mm) 60.5 g
MM-3M-FOS-XY-TR2 25.4 (mm) 62.7x 62.7 x 37.1 (mm) 126.0 g
(2 axis)

MM-3M-FOS-XZ-TR2 25.4 (mm) 62.7x 19.1 x 85.7 (mm) 128.0 g
(2 axis)
MM-3M-FOS-XYZ-TR2 25.4 (mm) 62.7x 19.1 x 105 (mm) 193.0¢g
(3 axis)
MM-3M-FOS-X-TR3 38.1 (mm) 75.4 x 19.1 x 18.5 (mm) 65.3 g
MM-3M-FOS-XY-TR3 38.1 (mm) 75.4 x 75.4 x 37.1 (mm) 130.6 g
(2 axis)
MM-3M-FOS-XZ-TR3 38.1 (mm) 75.4 x 19.1 x 94 (mm) 139.0¢g
(2 axis)
MM-3M-FOS-XYZ-TR3 38.1 (mm) 75.4 x 75.4 x 113 (mm) 208.0 g
(3 axis)
MM-3M-FOS-X-TR4 50.8 (mm) 88.1 x 19.1 x 18.5 (mm) 66.0 g
MM-3M-FOS-XY-TR4 50.8 (mm) 88.1 x 88.1 x 37.1 (mm) 137.0¢g
(2 axis)
MM-3M-FOS-XZ-TR4 50.8 (mm) 88.1 x 19.1 x 108 (mm) 139.0¢g
(2 axis)
MM-3M-FOS-XYZ-TR4 50.8 (mm) 88.1 x 88.1 x 127 (mm) 210.0g
(3 axis)
MM-3M-FOS-X-TR5 63.5 (mm) 100.8 x 19.1 x 18.5 (mm) 72.0g

http://www.naimotion.com/mm3mfos.htm

@ MM-4M-F Linear

@ MM-4M-EX Linear

2 MM-5M Linear

@ MM-3M-R Rotary

@ MM-4M-R Rotary

@ MM-3M-G Goniometer
@ MM-4M-G Goniometer
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MM-3M-FOS-XY-TR5 63.5 (mm) 100.8 x 100.8 x 37.1 (mm) 149.0 g
(2 axis)
MM-3M-FOS-XZ-TR5 63.5 (mm) 100.8 x 19.1 x 120 (mm) 151.04g
(2 axis)
MM-3M-FOS-XYZ-TR5 63.5 (mm) 100.8 x 100.8 x 138 (mm) 228.0g
(3 axis)

The information contained on this website is subject to change without notice. Critical dimensions or
specifications should be verified with our technical support staff.
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