
Tel: +86-27-87697602 CSRayzer Optical Technology Co.Ltd Email: INTL@csrayzer.com

Specialist in Special Optic Devices
Website: www.csrayzer.cn

Mode: PMI-1550-D-C3-PM1550-1-1-FA-F
 Specification:

*IL is 0.3 dB higher, RL is 5 dB lower, and ER is 2 dB lower for each connector added.
*Woking Axis is both axis working.

 Package Dimension:

 Ordering Information
PMI-①-②-③-④-⑤-⑥-⑦-⑧

Parameters Unit Values

Center Wavelength nm 1550

Stage - Dual Stage

Grade - Grade A

Typ. Peak Isolation dB 55

Min. Isolation @23℃ dB 46

Max. Insertion Loss dB 0.8

Min. Extinction Ratio dB 20

Min. Return Loss dB 50/50

Optical Power mW 500

Max. Tensile Load N 5

Fiber Type - PM1550 Panda Bare Fiber

Fiber Length M 1.0±0.1

Connector - FC/APC

Working Temperature ℃ -5 to +70℃

Storage Temperature ℃ -40 to +85℃
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1064-1064nm S-Single Stage C1-2.5*20mm PM980-PM980 0.8-0.8M 0-Bare Fiber N-None F-Fast Axis Blocked

1550-1550nm D-Dual Stage C2-3.0*25mm PM1550-PM1550 1-1M
1-900μm Loose

Tube
FU-FC/PC B-Both Axis Working

S-Specify C3-5.5*35mm S-Specify S-Specify 2-2mm Cable FA-FC/APC S-Slow Axis Blocked

S-Specify 3-3mm Cable S-Specify
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