ZDP series Pneumatic Vibration Isolation Optical Table
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Specification: g
® Resonant Frequency: <1.5~2.5Hz ® Mounting Hole Grid:: 25mm X 25mm %
e Surface Flatness: 0.02~0.05mm/600mm X 600mm ® Mounting Hole Borders: 37.5mm E
Q
e Working Surface:: 4~6mm thick SUS430(1Cr17) stainless steel ® Mounting Holes: M6 §'
® Bottom Skin: 4~6mm thick carbon steel e Weight: 100mm thickness: 120Kg/m? g
Q
® Thickness: 100/200/300mm, 200mm thickness: 140Kg/m? §'
® Total Height( table top and supports):800mm, Height Adjustment: -10~+15mm 300mm thickness: 167Kg/m? g
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Selection Table:

Model Size(mm) Thickness(mm) Tabletop Weight(Kg) Supports Load(Kg) Notes

ZDP09-06 900X 600X 800 100 65 300 4 legs
ZDP10-08 1000 X 800X 800 100 96 300 4 legs
ZDP12-06 1200X 600X 800 100 86 300 4 legs
ZDP12-08 1200X 800X 800 100 115 300 4 legs
ZDP12-09 1200X 900X 800 100 130 300 4 legs
ZDP12-10 1200X1000X 800 100 144 300 4 legs
ZDP12-12 1200X1200X 800 100 173 300 4 legs
ZDP15-09N 1500X 900X 800 100 189 500 4 legs
ZDP15-10N 1500X 1000 X 800 100 210 500 4 legs
ZDP15-12N 1500 X 1200 X800 100 252 500 4 legs
ZDP15-15N 1500 X 1500 X 800 100 315 500 4 legs
ZDP18-09 1800X 900X 800 200 227 800 4 legs
ZDP18-10 1800X 1000 X 800 200 252 800 4 legs
ZDP18-12 1800X 1200 X 800 200 302 800 4 legs
ZDP18-15 1800 X 1500X 800 200 378 800 4 legs
ZDP20-10 2000 1000X 800 200 280 800 4 legs
ZDP20-12 2000X 1200 X 800 200 336 800 4 legs
ZDP20-15 2000 X 1500 X 800 200 420 800 4 legs
ZDP24-12 2400X1200X 800 200 403 800 4 legs

3 ZDP24-15 2400 X 1500X 800 200 504 800 4 legs

2 ZDP30-12 3000X 1200 X 800 300 601 1200 6 legs

3 ZDP30-15 3000 X 1500 X 800 300 752 1200 6 legs

‘;’l ZDP35-12 3500X1200X 800 300 701 1200 6 legs

g ZDP35-15 3500 X 1500X 800 300 877 1200 6 legs
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Size(mm) Size(mm)
Model Model

L W A B T H1 H2 L W A B T H1 H2
ZDP09-06 | 900 | 600 | 750 | 450 | 100 | 800 700 ZDP18-12 | 1800 | 1200 | 1150 | 900 | 200 | 800 600
ZDP10-08 | 1000 | 800 | 750 | 650 | 100 | 800 700 ZDP18-15 | 1800 | 1500 | 1150 | 1150 | 200 | 800 600
ZDP12-06 | 1200 | 600 | 900 | 450 | 100 | 800 700 ZDP20-10 | 2000 | 1000 | 1150 | 750 | 200 | 800 600
ZDP12-08 | 1200 | 800 | 900 | 650 | 100 | 800 700 ZDP20-12 | 2000 | 1200 | 1150 | 900 | 200 | 800 600
5 ZDP12-09 | 1200 | 900 | 900 | 750 | 100 | 800 700 ZDP20-15 | 2000 | 1500 | 1150 | 1150 | 200 | 800 600
5_ ZDP12-10 | 1200 | 1000 | 900 | 750 | 100 | 800 700 ZDP24-12 | 2400 | 1200 | 1400 | 900 | 200 | 800 600
%! ZDP12-12 | 1200 | 1200 | 900 | 900 | 100 | 800 700 ZDP24-15 | 2400 | 1500 | 1400 | 1150 | 200 | 800 600
% ZDP15-09N | 1500 | 900 | 1150 | 750 | 100 | 800 700 ZDP30-12 | 3000 | 1200 | 900 | 900 | 300 | 800 500
@ ZDP15-10N | 1500 | 1000 | 1150 | 750 | 100 | 800 700 ZDP30-15 | 3000 | 1500 | 900 | 1150 | 300 | 800 500
:Sf ZDP15-12N | 1500 | 1200 | 1150 | 900 | 100 | 800 700 ZDP35-12 | 3500 | 1200 | 1050 | 900 | 300 | 800 500
3 ZDP15-15N | 1500 | 1500 | 1150 | 1150 | 100 | 800 700 ZDP35-15 | 3500 | 1500 | 1050 | 1150 | 300 | 800 500
g ZDP18-09 | 1800 | 900 | 1150 | 750 | 200 800 600 ZTP35-15 | 3500 | 1500 | 1200 | 1100 | 300 800 500

@ ZDP18-10 | 1800 | 1000 | 1150 | 750 | 200 | 800 600
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Accessories

RBP Rubber Mat RBL Mounting Feet

96s?

® Material: Rubber

OTSB-HD100 Optical
Breadboard Handles

® | oad of Handle :30Kg ® Material: Rubber

® Fixed by M6 screw ® Thickness:<5mm Selection Table:

. . Model Description Notes
Selection Table: RBL | Mounting Feet | One set ( 4pcs)
Model Description LxWxH(mm)
RBP100100-5 | Rubber Mat 100X 100X 5 050
RBP200200-5 | Rubber Mat 200X 200X 5 07—
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OTWR Pneumatic Vibration Isolation Air Compressor

Table Armest
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The armrest has solve the problem that user cannot
put the hand on to the table when operat it; User can put
the hand on thr armrest and take a rest, then make the

" Specification:
lab good condition P
Exhaust volume 115-30L/min
Exhaust pressure 0~0.8MPa
Model Description Table Model Voltage frequency Volt./Hz 220V 50Hz
Pneumatic Vibration
OTWR-ZTP10 | Isolation Table ZTP10-08 Power HP/W 0.7HP S50W
Armest Speed (R.P.M) 1450
Pneumatic Vibration Operation Noise(dB) 6243
OTWR-ZTP12 Isolation Table ZTP12-08
Armest Tank (Lt) 25
Gross weight (KG) 35
Net weight (KG) 25
Size LXWxH (mm) 408 X408 X530
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