»» Aufero Laser|

Entry level, mini size, affordable price

Aufero Laser 1
10W Laser Engraving Machine

3-5 Minute Assemblying / Best Choice for Entry-level Users

Ortur Technology

« Engraving area: X180mm*Y180mm
+ Overall dimension: 422mm*315mm*125mm
« Gross weight: 3.5KGS

+ Box size: 480mm*380mmM*170mm
« Warranty: 12 months

« Engraving speed: 0-5,000mm/min

« Material: Aluminum Alloy + Acrylic

« Motherboard: OLM-PRO-VI1.2 Motherboard,32Bits ESP32MCU
« Motor: NEMA 42 Stepper Motor

Laser module

LU2-10A LU2-4-SF LU2-4-LF Lu2-2
{9500-10500mW) (4.500-5.000mW) (4.500-5.000mW) (1.000-1600rmW)

180x180mm 4 Safety 9th Generation Ortur Laser Pre-asssembled Compressed

Engraving Area Protections Motherboard Firmware 1.8 Type pot




~»> Aufero Laser 2

Low center of gravity, rapid engraving, durable metal body

- . w a - .
— . . More Precise Cutting &Engraving
¥ ‘F = Aufero laser 2 LU2-10A Laser engraving machine

« Engraving area: X390mm™*Y390mm
« Overall dimension: 580mm*580mm*170mm
« CGross weight: 42KGS

« Box size: 630mm*220mm*11Omm
« Warranty: 12 months

« Engraving speed: 0-15,000 mm/min

« Material: Aluminum + Steel

« Motherboard: OLM-PRO-V1.2 Motherboard,32Bits ESP32MCU
« Motor: NEMA 42 Stepper Motor

Laser module

Over-temperature protection: Machine stops automatically when safety is too high.
Gravity sensor: The laser will be stopped if the machine is moved.

Accurate detail: Retains the finesse of the original image, no detail is lost.

LU2-10A LU2-4-SF LU2-4-LF Lu2-2
(9500-10500mW) (4.500-5.000mW) (4.500-5.000mW) (1.000-1.600MW) High speed engraving: Engraving speed up to 15000mm/min.




