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Carrier.OB100.C objective scanner for auto focus— SpeciÞcation

Optional Versions ⇨ Standard

.NM，  non-magnetic; 

.HV，   high vacuum compatible; 

.UHV，ultra-high vacuum compatible;

1 Direction of movement Z direction

2 Range 100 um

3 Linearity error 0.03%

4 Integrated sensor Capacitive sensor

5 Resolution （close loop） 1 nm

6 Resolution （open loop） 0.2 nm

7 Settling time (90%) 15 ms

8 Resonance Frequency（unloaded） 500 Hz

9 Resonance Frequency（150 gloaded） 250 Hz

10 Overall weight 270 g

11 Mainbody Materials Stainless steel 304，Aluminium alloy
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Scanning Motion— Carrier.OB100.C 
RT·Piezo Motion Solution -“Carrier series” long range carrier -precision optics-Semiconductor characterization
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Carrier.OB100.C

Feature 

• Travel range in Z : 100 um； 

• Settling time (10%) 15 ms； 

• Close loop resolution < 1 nm； 

• Max Load 500 g； 

• Motion Controller: Archimedes Series 

• Support Options,  non-magnetic (.NM)、high vacuum (.HV）& ultra- high vacuum (.UHV）

2D·Drawings

RMS（replaceable）


