Zolix

Rotury Stange— Carrier.R200 Carrier.R200, Rotury Stange — Specification

ON-Magnetic

f ‘:j} vacuum compat ble

1 Direction of movement Rotation around Z

2 Footprint, hight 200 mm x 200 mm x 24mm
3 Mainbody Materials Aluminium alloy

4 Travel Range 300°

5 Effective through-hole size ¢ 190/ 60 mm

Motion and positioning senser

6 Motion type Contineous
7 Encoder resolution 1 urad
Carrier.R200
8 Drive Frequency Max. 20 kHz
9 Self lock Torque 20 N*mm
Feature
10 Driving Torque 15 N*mm
® Rotation range 300 °;
e Close loop resolution: 1 urad; 11 Repeatability 300 p®/ 6 urad
® Max Load Tkg;
e High precision solution for optical microscopy: ’ Max Load Il
S otions, non- tic ) a- high vac (U )
Support Options, non-magnetic (NM) & ultra- high vacuum ((UHV) 13 Max Operating Voltage Max. 120V
Others
2D-Drawings 14 Operating temperature range 15 ~40°C
- :.f o s 15 Weight 2 kg
|
16 Mount Suitable for Carrier.L7550

TEL:010 56370168 ww\w.zolix.com.cn TEL:010 56370168 \www.z0lix.C




