% COHERENT.

TEST DATA SHEET

AVIA LX 355-30-60 HE 3.0 Laser Head

Date: 2021-08-12

P/N: 319527

The laser head LDP.1428216.319527 left Coherent's final test with following parameters:

General Information

Head Electronics
Firmware

Chiller Set Temperature
LD Current @ 24 W (60 kHz)
LD Current @ 30 W (60 kHz)

Pulse Parameter

Peak-To-Peak Stability (10)
Pulse Width (60 kHz)

Beam Parameter

Power [W]

Peak-To-Peak Stability [%]
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Value
100% current @ 60 kHz

Value

Value

Unit

1332928 version
2.016.00-981.28 version

14
21.6

25 °C
94.2 %
100 %

Specification

<2 %

<25 ns (FWHM)

Specification

230 W

Unit

Unit

2700-3300 um (1/e?)
2700-3300 pm (1/e?)

<0,3 mrad
<0,3 mrad
>90 %

Pulse Width vs. Rep. Rate

Pass / Fail

Pass
Pass

Pass / Fail

Pass
Pass
Pass
Pass
Pass
Pass

External Power 30.4
Beam Waist Width (x) 3054
Beam Waist Width (y) 2831
Beam Divergence (x) 0.15
Beam Divergence (y) 0.16
Beam Circularity 92.6
Diagrams (Repetition Rates 60 kHz to 200 kHz)
Power vs. Rep. Rate
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Peak-To-Peak Stability (10) vs. Rep. Rate
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