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Model: 1535LEF10E 10

Technical Parameters:

WVisihility under all sight conditions

Mot less than 15km

wavelength

Forwehicle (2 3m=2 3 target, diffuse =0.3
reflectance
hurridity =al%
Fanging distance =1 0km

15350+ Strm

Lazer divergence angle

=0 3tmrad

Continious ranging frequency

1~10Hz adjustahle

Ranging accuracy Z£3m {RLS )
Accuracy rate =05%
Ilinirmum measuring range =50m
Fanging resolution =50m
Woltage D9~ 36%
Wieight =2i0g
Powrer Average power consunption =1.5W, peals power

mlmdsn




- DIGCO

SHENGHONG TECHNOLOG]
https ffwm dlgco techs com

: nmn{
Size = 1 00zrurry D=7 Orrun
Operating temperature 40T ~+651
Storage temperature 55T+ 70T
Cormmunication interface R5422, 115200hps

3P socket wiring definition:

Mo Definition Colar Fermark
1 F.5422 B+ Brown R3422 receiving+
2 RR422 F- Blue F5422 recetving-
3 F5422 TH- vellow F5422 tranamizsion-
4 R3422 T+ purple R3422 sending+
5 GHD White Comrmunication interface ground
& +134V Fed FPowrered by
7 GHD black FPower supply ground
a8 mall green mull

@ The ground wire of the power supply, the corrmnication interface, and the housing are electrically
isolated from each other
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Dimensions:
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