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Piezo·Tip/Tilt stage-Mirrors.TxTy0303/1010 
Long travel rang/high dynamic，for optic adjustment

Piezoelectric M
otion - RT

Fast Tip/Tilt plattorm ，ms response time，high-resolution.

Piezoelectric M
otion - RT
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Mirrors.TxTy0303

Mirrors.TxTy0303/1010， SpeciÞcation

Optional Versions ⇨ Mirror.TxTy.0303 Mirror.TxTy.1010

.NM，  non-magnetic; 

.UHV，ultra-high vacuum compatible;

Basic

1 Direction of movement Tx, Ty

2 Footprint, hight 25

3 Mainbody Materials Aluminium alloy & Stainless

4 Travel Range
θX, 3 mrad 

θY, 3 mrad

θX, 10 mrad 

θY, 10 mrad

5 Loaded 30 g

Motion

5 Resolution (open loop) 0.05 urad (open loop) 0.2 urad (open loop) 

6 Resolution (close loop)  0.1 urad  (close loop）  0.5 urad  (close loop）

7 Linearity Error 0.1%

8
Resonance Frequency 
(unloaded) θX, θY ~ 2kHz θX, θY ~ 1 kHz

9
Distunce pivot point to 
plattorm surface 5.5 mm 5.5 mm

10 Integrated sensor (close loop) SGS

11 Max Operating Voltage Max. 150 V

Additional

12 Operating temperature range -20 ~ 80 °C

13 Controller MC - Archimedes.3S

14 Cable Length 1 m / D-Sub 3W3 Connectors

15 Lens weight 30 g
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Feature

Mirrors.TxTy1010

• Tip/tilt； 

• ms respond time； 

• urad resolution 

• Controller: MC - Archimedes.3S 

• Non-magnetic (.NM)、high vacuum (.HV）& 
ultra- high vacuum (.UHV） options, 


