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Phase Modulator Specifications
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1. SPECIFICATIONS (#14%)

Interaction material (/&%) MLN (355 EsEE)

Operating wavelength (TYER) 532nm
Polarization (G&{RIR) Linear, horizontal
Transmission (IEI=R) >97%
Clear aperture* (BY¢FLR) 2 mm
Wavefront distortion (JEBIlEE < A6 @633nm
RF (S93I) 1.75GHz
3dB bandwidth (3dB&:Es) <10MHz
Max modulation amplitude (JE#IE) <7.2rad@532nm
Connector (3#[) SMA-F
Sensitivity to temperature (REBURE) <0.5MHz/°C
Input impedance (HIAFEHL) 500
Shell material (4pM5Ef2#t) Aluminium alloy ({8&%)

Cooling (EEAAZ) Conduction-cooled ({£E£:840)

*FEERE RN/ INTFIEYEFL1RAY70%/The beam diameter is recommended to be less than 70% of the clear aperture.

2. ORDERING CODES (Zmh3#Rny)

i) SEHE SRR EAAE B
PM X 0001 —X XXX — XXX —  XXXX
HiFER R MmN L 2GHz 02G 31,1, 030 535, 532

IEHHRR N kTP T 1GHz 01G 2mm 020 730nm 780

20MHz 02M
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3. DIMENSIONS (4MER~-mm)

3-M4x5

4. SUGGESTED RF DRIVER ELECTRONICS (GEiNERzhBIS)

5. REVISION (KR#)

Number Revisions date Revision Revision description
(WRAS) (21T HEE) (EBWHIE)) (IBITAZIREA)
A 2022.8.30 New /

Quality Assured: In house made, high damage threshold, Vacuum
bonding, 100% Diffraction efficiency test & burn-in test.
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