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SPECIFICATIONS
Download SPECIFICATIONS

MODEL
LQ529A (1064

NM)
LQ529A (532

NM)
LQ529A (355

NM)
LQ529A (266

NM)
LQ529A (213

NM)

PRR, Hz 5 10 5 10 5 10 5 10 5 10

Output energy, mJ, not less
than

1064 nm 500 500 500 500 500

532 nm

—

280 225 280 225

355 nm (HPV)

—

130 130 — 130 130

355 nm 110 100 — 110 100

266 nm

—

85 70 —

213 nm (HPV)

—
25 20

213 nm 20 15

Beam diameter, mm ≤ 8

Power consumption, W ≤ 600

 

MODEL
LQ529B (1064

NM)
LQ529B (532

NM)
LQ529B (355

NM)
LQ529B (266

NM)
LQ529B (213

NM)

PRR, Hz 10 20 10 20 10 20 10 20 10 20

Output energy, mJ, not less
than

1064 nm 350 350 350 350 350

532 nm

—

190 140 190 140

355 nm (HPV)

—

100 100 — 100 100

355 nm 90 80 — 90 80

266 nm

—

60 40 —

213 nm (HPV)

—
18 15

213 nm 15 12

Beam diameter, mm ≤ 6

Power consumption, W ≤ 800

 

MODEL LQ529C (1064 NM) LQ529C (532 NM) LQ529C (355 NM) LQ529C (266 NM) LQ529C (213 NM)

PRR, Hz 50

Output energy, mJ, not less than

1064 nm 150 150 150 150 150

532 nm

—

80 65 80 65

355 nm

—

40 — 40

266 nm
—

20 —

213 nm — 4,5

Beam diameter, mm ≤ 5

Power consumption, W ≤ 1000

 

MODEL FOR ALL THE MODELS

Pulse-to-pulse energy stability, ±% < 2,5

Pulse duration, ns 10…13
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MODEL FOR ALL THE MODELS

Divergence, mrad ≤ 1.5

Jitter, ns ≤ 1

Cooling system water-to-air

Dimensions (LxWxH), mm
Laser head 615 x 180 x 120

Power supply 620 x 330 x 670

* Specifications are subject to change without notice.

1) For the high-power version at 355 nm.
2) With the LG105 external fifth harmonic generator.
3) At 1064 nm.
4) Relative to the Q-Switch driver external trigger pulse.

 

Typical beam profiles at 532 nm and 355 nm. Near field

Dimensions of the LQ529 laser head

Dimensions of the LQ529 power supply
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