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RS65.Lab.O/.R - SpeciÞcation

Optional Versions ⇨ Standard .NM .HV .UHV

.NM，  non-magnetic; 

.HV，   high vacuum compatible; 

.UHV，ultra-high vacuum compatible;

1 Footprint, hight 65 × 65 mm × 18 mm

2 Mainbody Materials
Aluminium/

Stainless
Aluminium/

Pure Ti
Aluminium/

Stainless
Aluminium/

Stainless

3 Weight 102 g (.R) 
200 g (.O)

102 g (.R) 
200 g (.O)

102 g (.R) 
200 g (.O)

102 g (.R) 
200 g (.O)

5 Aperture Size dia 10 mm

Motion parameters for recommended installation

6 Travel Range Continuous

7 Velocity ~ 10 °/s (max)*

8 Mini Step Size 2 urad  (0.000172°)

9 Drive Frequency Max. 20 kHz  (very quiet)

10 Load 1 kg (max)

11 Holding Torque 15 N*mm

12 Driving Torque 10 N*mm

13 Rotation Plate Size Dia-62 mm

Sensor 

14 Sensor Type - Optic Encoder (.O)

15 Sensor Range  0.44urad(25u°,by default)，0.21urad, 0.11urad

16 Sensor Resolution 360 deg

*can be reached only with MC-Newton.Pro series.

  
Installation
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Features
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• Very Quiet,  20 kHz drive frequency 

• Compact Design,  65 mm × 65 mm × 18 mm 

• Closed-loop control,  Resistive Position Sensor (.R) or 

Optic Encoder (.O) 

• High Precision -Resolution (.O): 0.44urad(25u°,by 

default)，0.21urad, 0.11urad  

• Mini Step Size,  less than 3 urad 

• Multi-axis stacking adapters available 

• Controller compatible with linear and tilting stage  

• Support Options,  non-magnetic (.NM)、high vacuum 

(.HV）& ultra- high vacuum (.UHV）
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