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Single-axis scanning motion— S300.x.C

Piezoelectric M
otion - LT

Standard single-axis scanning module，close loop/open loop optional.

Piezoelectric M
otion - RT
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S300.x.C

Feature 

• Travel range(X direction):300 um； 

• Size:50 mm × 50 mm× 17 mm; 

• Close loop resolution < 3 nm（open loop optional） 

• Max Load 500 g； 

• Non-magnetic (.NM）& ultra- high vacuum (.UHV）optional

2D·Drawings

S300.x.C , Uniaxial scanning motion

Optional Versions ⇨ Standard .NM

.NM，  non-magnetic; 

.UHV，ultra-high vacuum compatible;

Basic

1 Direction of movement X direction

2 Footprint, hight 50 mm × 50 mm × 17 mm

3 Mainbody Materials Aluminium alloy & Stainless Aluminium alloy & Pure Ti

4 Travel Range
300 um（open loop） 

250 um （close loop）

Motion

5 Resolution（open loop） 3 nm

6 Linearity Error 0.1%

7 Resonance Frequency 350 Hz

8 Max Load 500 g

9 Integrated sensor(close loop) Capacitive

10 Max drive voltage（X, Y） Max. 150 V

Additional

11 Operating temperature range -20 ~ 80 °C

12 Weight 200 g

13 Cable Length 1 m / D-Sub 3W3 Connectors
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