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Goniometer Stage - GS65-77.Lab.O

Piezoelectric M
otion - LT

Tilting motion with R=77 mm, compatible with GS65-97.Lab.O stage

Piezoelectric M
otion - RT
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GS65-77.Lab.O.NM /.HV /.UHV

Features
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GS65-77.Lab.O - SpeciÞcation

Optional Versions ⇨ Standard .HV .UHV

.NM，  non-magnetic; 

.HV，   high vacuum compatible; 

.UHV，ultra-high vacuum compatible;

1 Dimension 70 × 70 mm × 20 mm

2 Main Material
Aluminium/

Stainless
Aluminium/

Pure Ti
Aluminium/

Stainless Aluminium/Stainless

3 Cable & Connectors Standard shielded cable D-Sub15
kapton shielded wire, 

2mm  PEEK pins

4 Mass 650 g 650 g

Motion parameters for recommended installation

4 Travel Range +/- 10 °

5 Tilting radius 77 mm

6 Velocity ~ 3 °/s (max)*

7 Mini Step Size 1 urad  (0.000057°)

8 Drive Frequency Max. 20 kHz  (very quiet)

9 Load 1 kg (max)

10 Holding Torque 50 N*mm

11 Driving Torque 20 N*mm

Sensor 

13 Sensor Type - Optic Encoder (.O)

14 Sensor Range 20 °

15 Sensor Resolution  0.12urad(6.7m°, by default); 0.06urad, 0.03urad optional

*can be reached only with MC-Newton.Pro series.

• Very Quiet,  20 kHz drive frequency 

• Compact Design,  70 × 70 mm × 20 mm  

• Min step below 1 urad 

• Multi-axis stacking adapters available 

• Controller compatible with linear and rotary stage 

• Support Options,  high vacuum (.HV）& ultra- high 

vacuum (.UHV）
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